


MODEL CAPACITY LEAST PLATFORM SIZE]
COUNT
NO. (Kg.) (gm.) (mm x mm)
et o
W©
> PS 50 50 5 400 x 400
V
500 x 500
PS 100 100 10 500 x 500
600 x 600
PS 150 150 10/20 600 x 600
600 x 600
Display 6 Bit LED PS 200 200 20 600 x 600
6 Status Indication PS 300 300 20 600 x 600
750 x 750
PS 500 500 50 600 x 600
750 x 750
900 x 900
PS 1000 1000 100 900 x 900
1000 x 1000
IOTA SUPER SCALE Four Load cell Structure
MODEL CAPACITY LEAST PLATFORM SIZE
COUNT
NO. (Kg.) (gm.) (mm x mm)
SS 500 500 50 1000 x 1000
SS 1000 1000 100 1000 x 1000
SS 1000 2000 200 1200 x 1200
SS 1000 3000 200 1200 x 1500
SS 1500 5000 500/1000 | 1800 x 1800

FOR THE ABOVE MODELS
FEATURES TECHNICAL SPECIFICATION OPTIONS

IN BUILT BATTERY BACKUP

HIGH RESOLUTION INTERNATIONAL .

POWER SOURCE : 240 AC adapter 50 Hzl RS-232 COMPUTER INTERFACE
QUALITY LOAD CELL 9 hrs. Continuous operation
AUTO ZERO TRACKING . EPSON Lx300 PRINTER INTERFACE

with rechargable Battery

DIGITAL CALIBRATION backup PIECE COUNTING FACILITIES
MICRO CONTROLLER BASED INDIGENOUS DISPLAY DESIGNATOR : Stable, Zero HIGH-LOW CHECK WEIGHING
TECHNOLOGY MEASUREMENTS TYPE : Load Cell e b Y
NO MOVING PARTS HENCE NO MAINTENANCE OPERATING TEMP. --10 CTO +40 C DUAL DISPLAY
PIECE COUNTING FACILITY, Ltr/Kg OVER LOAD CAPACITY : 150% of rated Capacity BACK RAIL- SMALL & BIG
CONVERSION FACILITY WARM UP TIME - 6 Sec. DIFFERENT/CUSTOMISED PLATFORM
ZERO, TARE, NET GROSS FUNCTION ALL SIZES & SHAPES IN SS & MS

MS Platform Crane Scale C%un}ing Micro Scale Flame Proof Enclosure
Scale cale

SUNSHINE WEIGH SYSTEMS PVT. LTD
Head Office :  Factory :

“A” Wing, 4th Floor, Narnarayan Complex, 496/D/1, Tajpur Road,
Nr. Swastik Char Rasta, C.G.Road, Sarkhej-Bavla Highway, Changodar,

= Navrangpura, Ahmedabad-9(Guj.) INDIA  A’bad(Guj.), INDIA

I o I a Ph: +91-079-26560935, Ph : +91-02717- 250856, 250831
Fax: +91-079-26564664 Mobile : 98250 23028, 98250 29800

DIGI SCALE Mobile : 98250 37067, 98250 15700 Website: www.eweighscale.com

E-mail : info@sunshineloadcell.com E-mail : info@eweighscale.com
Authorize Sales & Service Centre : Ajmer, Allahabad, Amravati, Anand, Ankleshwar, Balotra, Banglore, Baroda, Bhavnagar, Bhilwara. Bhuj, Bikaner, Chandigarh, Chennai,

Coimbator, Daman, Delhi, Gandhidham, Ghaziabad, Hyderabad, Indore, Jaipur, Jharkhand, Jamnagar, Jodhpur, Khandwa, Kolkata, Madanpallai, Madurai, Nadiad, Nagpur,
Palanpur, Pali, Patna, Raipur, Rajkot, Savarkundala, Secunderabad, Selam, Silvasa, Siliguri, Surat, Surendranagar, Thrissur, Vapi, Vijaywada, Visnagar
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